
Indoor & outdoor Product Photo Model Specification

420/450/480 TVL INDOOR DAY/NIGHT DOME CAMERAS

GV-442SN

GV-445SN

GV-448SN 1/3 SONY IMAGE SENSOR + DSP   480TVL

420/450/480 TVL INDOOR/OUTDOOR ALL WEATHER HOUSING METAL BODY CAMERAS

GV-442AWH

GV-445AWH

GV-448AWH 1/3SONY CCD    480TVL in 5 Pin

GV-442TWH

GV-445TWH

GV-448TWH 1/3SONY CCD   480TVL in Two Way

GV-442SWH

GV-445SWH

GV-448SWH

420/450/480/540 TV LINES HIGH RESOLUTION CMOUNT BOX CAMERA WITHOUT LENS

GV-929CC

GV-959CC

GV-989CC 1/3SONY CCD    480TVL 

GV-949CC 1/3SONY CCD    540TVL 

AGC Control Switchable                                               

Power OSD menu

Weight: 0.5kg

600 TV LINES SUPER HIGH RESOLUTION WIDE DYANMIC RANGE CAMERA (100 METER)

GV-BWH-60

Super High Resolution 600 TV Lines 

Resolution Digital Wide Dynamic Range C 

Mount Camera with 6-60 mm Auto Iris 

Lens, OSD menu  up to 100 meter view 

distance       

480 TV LINES           HIGH RESOLUTION INFRARED NIGHT VISION DOME CAMERA 20 METER

GV-445D
High Resolution 450 TV Lines Resolution 

Infrared Night Vision Camera

GV-448D
High Resolution 480 TV Lines Resolution 

Infrared Night Vision Camera

420/450/480 TV LINES           HIGH RESOLUTION INFRARED NIGHT VISION WATERPROOF CAMERA 

GV-SN4224 1/3SONY CCD      420TVL

GV-SN4524 1/3SONY CCD      450TVL

GV-SN4230 1/3SONY CCD      420TVL   

GV-SN4830 1/3SONY CCD      480TVL   

GV-SN4850 1/3SONY CCD      480TVL   

Vandalproof and waterproof                                               

IR Waterproof Day/Night camera                                           

Lens: 8mm/12mm CS Mount                                                      

IR LED View Distance: 50m                                                         

IR LED：Φ8*35PCS

GV-SN4836 1/3SONY CCD      450TVL   

  36pcs ¢5 IR LED

• 6mm board lens, 3.6/4/8/12mm optional

• 30m IR night vision

• Black/Silver/White color optional                                             

• Vandalproof and waterproof

GV-SN48100 1/3SONY CCD      480TVL   

Vandalproof in aluminum housing                                                          

IR Waterproof Day/Night camera                                                          

Lens: 16mm CS Mount                                                       

IR LED View Distance: 100m                                                   

IR LED：36Led@8mm Size & 24Led@6mm Size

480 TV LINES 22X/27X/30X ECONOMICAL OPTICAL ZOOM LENS CAMERA

GV-2248-ZMX

GV-2748-ZMX

GV-3048-ZMX 1/3SONY CCD    480TVL 30X

600 TV LINES SUPER HIGH RESOLUTION WIDE DYNAMIC RANGE IR CAMERA WITH VARIFOCAL LENS 

1/3 SONY SUPER HAD II CCD                                    

3.6/4mm Board Fixed Lens                                                   

Day/ night IR Cut Filter Function                                              

Auto Flickering Control                                                          

Auto White Balance                                                                           

1/3SONY CCD    450TVL in 5 Pin

1/3 SONY

SUPER HAD II CCD With IR Illuminator

600TVL With OSD

Auto Iris Lens

Lens 6-60mm

(3DDNR, Digital WDR,HSBLC and 0.00001lux

Minimum Illumination) 600TVL Box Camera

With OSD buttom

3D-DNR,D-WDR,BLC

Weight: 0.5Kg IR ILLUMINATOR

Led 6 pcs of 25mm size and 5mm Size of 27pcs Leds

IR Distance 100 meter

IR Status Under 10 Lux BY CDS

IR Power ON CDS Auto Control

1/3SONY CCD  480TVL in built Power Supply

IR Waterproof Day/Night camera                                  

Lens: 4mm/6mm                                                                 

IR LED View Distance: 20m                                                

IR LED：Φ5*24PCS

1/3SONY CCD    420TVL in 5 Pin

1/3SONY CCD    420TVL in Two Way 1/3 SONY SUPER HAD II CCD                                    

3.6/4mm Board Fixed Lens                                                   

Day/ night IR Cut Filter Function                                              

Auto Flickering Control                                                          

Auto White Balance                                                                           

1/3SONY CCD    450TVL in Two Way

1/3 SONY

SUPER HAD II CCD With IR Illuminator

IR Waterproof Day/Night camera                                    

Lens: 4mm/6mm                                                                 

IR LED View Distance: 20m                                                

IR LED：Φ5*24PCS

                                        G W VISION TECHNOLOGIES

Image Sensor

Address- 5A/22, Tilak Nagar, Delhi-18. Phone- 91-11-45584931, 65287406

1/3 SONY  IMAGE SENSOR + DSP    420TVL 1/3 SONY SUPER HAD II CCD                                    

3.6/4mm Board Fixed Lens                                                   

Day/ night IR Cut Filter Function                                              

Auto Flickering Control                                                          

Auto White Balance                                                                           

1/3 SONY MAGE SENSOR + DSP      450TVL

Website- www.gwvision.com, email- gwvision@gmail.com, info@gwvision.com

1/3SONY CCD  420TVL in built Power Supply 1/3 SONY SUPER HAD II CCD                                    

3.6/4mm Board Fixed Lens                                                   

Day/ night IR Cut Filter Function                                              

Auto Flickering Control                                                          

Auto White Balance                                                                           

1/3SONY CCD  450TVL in built Power Supply

1/3 SONY SUPER HAD II CCD High Resolution 

Cmount cameras Style Box Camera, 2010 New Design

EE/AI Exposure Mode Switchable

Backlight Compersation On/Off

Auto White Balance

1/3SONY CCD    450TVL 

1/3SONY  CCD    420TVL 

Vandalproof in aluminum housing                                       

IR Waterproof Day/Night camera                                      

Lens: 4mm/6mm                                                                 

IR LED View Distance: 30m                                                

IR LED：Φ5*30PCS

1/3SONY  CCD    480TVL 22X Zoom : 22X/27x/30x Optical Zoom,Sony Super HAD 

CCD,480TVL,High Performance DSP 

design,Day/Night Function,PAL:752H×582V 

NTSC:768H×492V Horizontal  22X/27X/30X optical 

zoom lens

RS485 Control

F1.6 to F3.7, f=3.6 to 97.2mm

Dimension:60(W)*60.4(H)*103(D

1/3SONY CCD    480TVL 27X



GV-6035-WV

1/3 SONY SUPER HAD II CCD

600TVL With OSD (3DDNR,

Digital WDR,HS BLC and 0.00001lux

Minimum Illumination) 42 pcs ￠5mm IR-LED

Illuminate Distance 35M

Style Black-Grey color

Hidden Cable bracket Design

4-9mm Lens (2.8-12mm Is Optional)

Water resistance:IP66; Weight:1.4Kg

600 TV LINES SUPER HIGH RESOLUTION WIDE DYNAMIC RANGE IR CAMERA WITH AUTO IRIS LENS 

GV-6600-WA

• 1/3 Sony Super HAD II CCD (600&560TVL)

• Resolution up to 600TVL (B/W: 700TVL)

• OSD menu control

• D-WDR

• 77pcs ф5 IR LED

• 9-22mm  Auto iris lens                                                             

• 60 m IR night vision                                                                      

• RS485 control of OSD menu

• 4-zone mask privacy                                                            

Effective pixels

PAL：752（H）×582（V）
NTSC：768（H）×494（V）
Signal System PAL/NTSC Optional

(MORE SPECIFICATION PLS CHECK THE 

ATTACHMENT ENCLOSE WITH THIS EMAIL)

600 TV LINES SUPER HIGH RESOLUTION WIDE DYNAMIC RANGE IR CAMERA WITH AUTO IRIS LENS 

GV-6100WA-OSD

• 1/3 Sony Super HAD II CCD (600&560TVL)

• Resolution up to 600TVL (B/W: 700TVL)

• Powerful OSD menu

• 32x sens up

• 5-50mm auto iris lens

• IR cut

• D-DWR                                                                                      

• 3-DNR

• 100m IR night vision

• 0.00001Lux/F1.2                                                                                            

• RS485 control of OSD menu

• 4-zone mask privacy                                                           

Signal System PAL/NTSC Optional

(MORE SPECIFICATION PLS CHECK THE 

ATTACHMENT ENCLOSE WITH THIS EMAIL)

480/540 TV LINES 18x/27x/36x SONY  EXVIEW HAD CCD HIGH RESOLUTION ZOOM CAMERA

GV-SN1880ZX

1/4" Sony EXview HAD CCD, 480TVL, automatic ICR, 

minimum illumination 0.7lx, 18X optical zoom, 12X E 

Zoom-in, f=4.1-73.8mm(F1.4-3.0), 48°-2.8°(remote), 

DC12V

GV-SN2680ZX

1/4" Sony EXview HAD CCD,480TVL,automatical 

ICR, minimum illumination 1.0lx,26X optical 

zoom,12X E Zoom-in,f=3.5-91mm（F1.6-3.8）54.2°-

2.2°（remote）,DC12V

GV-SN3680ZX

 1/4" Sony EXview HAD CCD,540TVL,automatic ICR, 

minimum illumination 1.0lx,36X optical zoom,12X E 

Zoom-in,f=3.4-122.4mm（F1.6-4.5）57.8°-

17°（remote）,DC12V

HIDDEN CAMERAS

GV-345-HSD Smoke Detector Camera,

GV-345-HSD Smoke Detector Camera,

GV-348-HSD Socket Camera 

GV-348-HSD

PIR Spy Camera                                                            

Sprary Camera                                                                     

UFO Type Camera 

480 TV LINES 22x/27x/30x MEDIUM SPEED PTZ DOME CAMERA INDOOR/OUTDOOR

GV-4827X 1/3SONY CCD 27X ZOOM 480TVL  

GV-4830X 1/3SONY CCD 30X ZOOM 480TVL   

480 /540 TV LINES 18x/26x/36x  High Speed PTZ 360°Continuously with Fan, 

Heater
INDOOR/OUTDOOR

GV-PTX30-HF HIGH SPEED DOME WITH  360°Continuously

1/3 SONY SUPER HAD II CCD

600TVL With OSD (3DDNR, Digital WDR,HS

BLC and 0.00001lux

Minimum Illumination) 

1/4" Sony EXview HAD CCD, 480TVL, automatic ICR, 

minimum illumination 0.7lx, 18X optical zoom, 12X E 

Zoom-in

1/4" Sony EXview HAD CCD,480TVL,automatical ICR, 

minimum illumination 1.0lx,26X optical zoom,12X E 

Zoom-in

 1/4" Sony EXview HAD CCD,540TVL,automatic ICR, 

minimum illumination 1.0lx,36X optical zoom,12X E 

Zoom-in

                                                                                                       

Indoor/Outdoor Pan/Tilt Dome                                        

decoderprotocol : PELCO-D PELCO-P etc                              

Movement  : Pan:0 ～ 355 °　Tilt: 0 ～ 90 °                              

Speed : Pan: 12 ° /s 　Tilt: 12 ° /s                                                      

IP66 standard                                                                                                                                                                           

Zoom : 22X/27X/30X Optical Zoom,Sony Super HAD 

CCD,480TVL,High Performance DSP 

design,Day/Night Function,PAL:752H×582V 

NTSC:768H×492V Horizontal

                                                                                                                                                               

Movement  : Pan:0 ～ 360°Continuously　              

Tilt: 0 ～ 90 °  Speed : Pan: 35 ° /s  Tilt: 30 ° /s                                                                                                  

30X optical zoom 30X 3.9-85.8mm,                         

Digital Focus                                                                     

1/4″ SONY Interline Transfer CCD                         

Sensing Area : 3.6mm×2.4mm                                       

S/N Ratio : More than 52dB                                       

Heater On: 0°C~ -5°C, Off: 0°C~ +5°C                                 

Fan On: 45°C, Off: 35°C                                                                 

Work temperature（Indoor）-10

℃

~ 50

℃

  Work 

Temperature（Outdoor）-35

℃

~ 55

℃

  

• High resolution and high sensitivity ,

• Focus Speed more Faster

• Memory for zoom setting when power off

• With remote control function optional

(FOR MORE DETAIL PLS CHECK THE 

SPECIFICATION ENCLOSE WITH THIS EMAIL.)

SONY SUPER HAD II CCD 600 TV LINES HIGH 

RESOLUTION WIDE DYNAMIC RANGE UP TO 60 

METER WITH AUTO IRIS LENS 9-22MM

SONY SUPER HAD II CCD 600 TV LINES HIGH 

RESOLUTION WIDE DYNAMIC RANGE UP TO 100 

METER WITH AUTO IRIS LENS 5-50MM

1/3SONY  CCD    450TVL in Two WayBuilt-in 3.7mm 

Taper Pinhole Lens and 6mm board Lens

1/3SONY  CCD    480TVL in Two WayBuilt-in 3.7mm 

Taper Pinhole Lens and 6mm board Lens

1/3SONY  CCD    480TVL in Two WayBuilt-in 3.7mm 

Taper Pinhole Lens and 6mm board Lens

1/3SONY  CCD    450TVL in Two WayBuilt-in 3.7mm 

Taper Pinhole Lens and 6mm board Lens



OUTDOOR WEATHERPROOF & WATERPROOF HOUSING ALUMINUM/ ALLOY/ ABS/ METAL

ALUMINUM GV-5115
OUTDOOR WEATHERPROOF WATERPROOF ALUMINUM 

LARGE SIZE HOUSINGIP66 PROVED

ALUMINUM GV-5113
OUTDOOR WEATHERPROOF WATERPROOF ALUMINUM 

MEDIUM SIZE HOUSINGIP66 PROVED

ABS GV-5221
OUTDOOR WEATHERPROOF WATERPROOF ALUMINUM 

LARGE SIZE HOUSING IP66 PROVED

ALUMINUM GV-5112
OUTDOOR WEATHERPROOF WATERPROOF 

ALUMINUM LARGE SIZE HOUSINGIP66 PROVED

ALLOY+ALUMINUM GV-5335
OUTDOOR WEATHERPROOF WATERPROOF 

ALUMINUM LARGE SIZE HOUSINGIP66 PROVED

ALUMINUM GV-5117
OUTDOOR WEATHERPROOF WATERPROOF 

ALUMINUM LARGE SIZE HOUSINGIP66 PROVED

4CH/8CH/16CH H.264 DVR CARD HI SPEED DUAL STREAMING FUNCTION  ON NET TRANSFERING VERSION 9.6.6.

GV-6000E

ǒ4 channel video input

ǒSupport 32 channel real time compressing and 

displaying

ǒRecord Rate：50 FPS(PAL) 60FPS(NTSC)

ǒSupportVideoResolution: 352 x 288, 528 x 384, 704 x 

576                   ǒNEW Techwell 6805 chipset!!!

 ǒD1 preview and CIF recording

ǒ3G Mobile phone view, IE view(DDNS)

ǒCentral Manager control software for remote view!!

ǒRouter setting is not needed(VNN,UPNP)

GV-6004AV

GV-6008AV

GV-6016AV

ECONOMICAL 4 CH VIDEO INPUT H.264 DVR WITH NETWORKING

ECONOMICAL

GV-MP4100 4 CH Mpeg4 Digital Video Recorder

ECONOMICAL 4CH H.264 STANDALONE DVR 4CH AUDIO WITH NETWORK AND MOBILE VIEW

GV-4004E 4 CH H.264 Digital Video Recorder

The machine use ARM Embedded operating system

○Compression mode :MPEG4 

○Chinese / English / Russian language operating 

system

○NTSC / PAL standard dual-view

○4 channel video input, 1 channel video output 

○1 audio input and 1 audio output, volume adjustable 

○The brightness 、contrast、saturation and the hue of 

the channel can be adjusted independently

○Video quality (3 Options): hi、standards、low

○Support multiple display modes: single-screen, quad 

split display

○Support multiple record modes: manual 

record、timing record and motion detection alarm 

record

○Support multiple search record document :by time 

search and the class of the record event 

○Support rewind and fast forward playback by intervals 

two times、three times、four times 

○Support multiple record backup mode: USB Flash 

backup

○Support video signal loss warningLive monitoring、 

record、playback  can work at the same time

○The speed of live monitoring (maximum): 120 f/s 

(NTSC)，100 f/s( PAL)（4 channal）
○Record speed (maximum): 100f/s(PAL) 

、120f/s(NTSC)

○Support PTZ control function

○The system supports mouse control operation and 

1,Operating System: Embedded Linux 

2,system resources: at the same time 4-channel D1 real-

time video and  1-channel D1/4 channel Cif  playback 

and 4-channel CIF / QCIF sub-stream.

3,operation interface: graphical operation 

interface,which supports mouse, panel, remote 

control.4,video compression: H.264.

5,Audio Compression: ADPCM.

6,Record modes: Manually, timing, alarm, motion 

detection.

7,Backup modes:network backup, USB backup, Two 

SATA hard disk  backup .

8,video input: 4-channel BNC.

9,video output: 1-channel BNC,1-channel VGA.

10,Audio Input: 4-channel RCA,1 Speaker input.

11,Audio Output: 1-channel RCA.

12,Alarm Input: 4 switch input.

13,Alarm output: 1 switch output.14,PTZ control: 

RS485.

15,hard disk interface: 2 SATA interface.

16,Network interface: RJ45 10M/100M self-adaptive 

Ethernet port.

17,USB interface: 2 USB2.0 high-speed interface.

18,Mobile monitor: Can monitor by mobile .

19,Power: 12V 3A.

20,language:More than 10.

4 CH VIDEO INPUT MPEG-4 DVR W/O NETWORK

1. Cloud transmission technology.

2. Iphone support.

3. Add two language support,  spanish and portuguese.                                                                                       

4. DUAL-STREAM

5. Double high speed way for transfering!

6. Internet transfer speed one time faster!!!

7. Version: 9.6.6                                                                          

8. Best image processing software                                           

9. Router setting is not needed(VNN,UPNP)                      

10.NEW Techwell 6805 chipset                                                 

11.D1 preview and CIF recording

12.3G Mobile phone view, IE view(DDNS)

13.Central Manager control software for remote view!!

Stand-Alone DVR,  H.264 Compression 

•  Playback resolution: 4 x CIF

•  Support capacity 2000GB

•  High quality video Display : NTSC (720x480), PAL 

(704x576) real time display 

•  Multiple Recording/ Search Categories:Date/Time, 

Event, Manual, Schedule，alarm, motion detection

•  Real time recording support: 120 Fps for NTSC at 

CIF image (100 Fps for PAL)

•  4ch Video recording at the same time

•  Pentaplex: Live, Record, Playback, Back-up and 

Network at the same time 

•  Backup: CD-RW (Option: DVD-RW), USB 2.0 and 

NET backup supported 

•  PTZ camera control in local and remote area

•  E-mail notification, 3G supportStatic, Dynamic IP 

and DDNS , Support Internet Explorer and special 

client software

4/8/16 channel video/Audio input

Support 32 channel real time compressing and displaying                  

3G Mobile phone view,                                                                              

IE view(DDNS)Router setting is not needed(VNN)                  

Compression Format: H.264                                                             

Built in DDNS, VNN                                                                         

OS: Windows 2000 / XP/ Vista                                                  

Adopt advanced digital video processing                                  

Display Rate: 100/200 FPS(PAL) 120/240FPS(NTSC)                                     

Record Rate: 100/200 FPS(PAL) 120/240FPS(NTSC)                                     

Support Video Resolution: 352 x 288, 528 x 384, 704 x 

576



ECONOMICAL 8CH ECONOMICAL H.264 STANDALONE DVR 8CH AUDIO WITH NETWORK AND MOBILE VIEW

GV-8008E 8 CH H.264 Digital Video Recorder

ECONOMICAL 16CH ECONOMICAL H.264 STANDALONE DVR 16CH AUDIO WITH NETWORK AND MOBILE VIEW

GV-8016E 16 CH H.264 Digital Video Recorder

PROFESSIONAL HI SPEED DUAL STREAMING FUNCTION H.264 Digital Video Recorder (DVR)

GV-4204V 4CH H.264 DVR with 4 CHAudio

PROFESSIONAL HI SPEED DUAL STREAMING FUNCTION H.264 Digital Video Recorder (DVR)

GV-4208V 8CH H.264 DVR with 8CH Audio
H.264 compression records at a lower bit rate for high 

quality playback, longer recording with less storage 

required 

* Support mobile phone live view via 

GPRS/CDMA/EDGE/3G net 

* Multitask processor for simultaneous recording, network 

surveillance and mobile phone live view 

* Support 4-channel playback at the same time, 

classification of inquire via 

   seconds, convenient to index and record 

* Professional file system: 

  ① Avoid disk fragments among subsection recording 

   ② Protect private data with extreme security 

   ③ Supports SATA HDD of all capacity 

* User-friendly interface: 16 bit true color, semi-

transparent graphical user interface with instruction hint 

on screen. Easier control with USB mouse 

* Suitable for fields as supermarkets, chain stores, 

community security or villa 

* Super compact design, low power consumption 

* Hi-speed backup/upgrade/record via USB2.0         

* Virus free Linux O/S, auto system upgrading 

* Unparalleled reliability for 24X7 operating 

1,Operating System: Embedded Linux 

2,system resources: at the same time 8-channel CIF 

real-time video and network transmission, 8-channel 

CIF playback and 8-channel CIF / QCIF sub-stream

3,operation interface: graphical operation 

interface,which supports mouse, panel, remote 

control.4,video compression: H.264.

5,Audio Compression: ADPCM.

6,Record modes: Manually, timing, alarm, motion 

detection.

7,Backup modes:network backup, USB backup, Two 

SATA hard disk  backup .

8,video input: 8-channel BNC.

9,video output: 1-channel BNC,1-channel VGA.

10,Audio Input: 8-channel RCA,1 Speaker input.

11,Audio Output: 1-channel RCA.

12,Alarm Input: 4 switch input.

13,Alarm output: 1 switch output.14,PTZ control: 

RS485.

15,hard disk interface: 2 SATA interface.

16,Network interface: RJ45 10M/100M self-adaptive 

Ethernet port.

17,USB interface: 2 USB2.0 high-speed interface.

18,Mobile monitor: Can monitor by mobile .

19,Power: 12V 3A.

20,language:More than 10.

1,Operating System: Embedded Linux 

2,system resources: at the same time 16-channel CIF 

real-time video and network transmission, 16-channel 

CIF playback and 16-channel CIF / QCIF sub-stream

3,operation interface: graphical operation 

interface,which supports mouse, panel, remote 

control.4,video compression: H.264.

5,Audio Compression: ADPCM.

6,Record modes: Manually, timing, alarm, motion 

detection.

7,Backup modes:network backup, USB backup, Two 

SATA hard disk  backup .

8,video input: 16-channel BNC.

9,video output: 1-channel BNC,1-channel VGA.

10,Audio Input: 16-channel RCA,1 Speaker input.

11,Audio Output: 1-channel RCA.

12,Alarm Input: 4 switch input.

13,Alarm output: 1 switch output.14,PTZ control: 

RS485.

15,hard disk interface: 2 SATA interface.

16,Network interface: RJ45 10M/100M self-adaptive 

Ethernet port.

17,USB interface: 2 USB2.0 high-speed interface.

18,Mobile monitor: Can monitor by mobile .

19,Power: 12V 3A.

20,language:More than 10.

H.264 compression records at a lower bit rate for high 

quality playback, longer recording with less storage 

required 

* Support mobile phone live view via 

GPRS/CDMA/EDGE/3G net 

* Multitask processor for simultaneous recording, network 

surveillance and mobile phone live view 

* Support 4-channel playback at the same time, 

classification of inquire via 

   seconds, convenient to index and record 

* Professional file system: 

  ① Avoid disk fragments among subsection recording 

   ② Protect private data with extreme security 

   ③ Supports SATA HDD of all capacity 

* User-friendly interface: 16 bit true color, semi-

transparent graphical user interface with instruction hint 

on screen. Easier control with USB mouse 

* Suitable for fields as supermarkets, chain stores, 

community security or villa 

* Super compact design, low power consumption 

* Hi-speed backup/upgrade/record via USB2.0         

* Virus free Linux O/S, auto system upgrading 

* Unparalleled reliability for 24X7 operating 

1,Operating System: Embedded Linux 

2,system resources: at the same time 4-channel D1 real-

time video and  1-channel D1/4 channel Cif  playback 

and 4-channel CIF / QCIF sub-stream.

3,operation interface: graphical operation 

interface,which supports mouse, panel, remote 

control.4,video compression: H.264.

5,Audio Compression: ADPCM.

6,Record modes: Manually, timing, alarm, motion 

detection.

7,Backup modes:network backup, USB backup, Two 

SATA hard disk  backup .

8,video input: 4-channel BNC.

9,video output: 1-channel BNC,1-channel VGA.

10,Audio Input: 4-channel RCA,1 Speaker input.

11,Audio Output: 1-channel RCA.

12,Alarm Input: 4 switch input.

13,Alarm output: 1 switch output.14,PTZ control: 

RS485.

15,hard disk interface: 2 SATA interface.

16,Network interface: RJ45 10M/100M self-adaptive 

Ethernet port.

17,USB interface: 2 USB2.0 high-speed interface.

18,Mobile monitor: Can monitor by mobile .

19,Power: 12V 3A.

20,language:More than 10.



PROFESSIONAL HI SPEED DUAL STREAMING FUNCTION H.264 Digital Video Recorder (DVR)

GV-4216V 16CH H.264 DVR with Audio 

PROFESSIONAL HIGH RESOLUTION WITH DIGITAL ZOOM H.264 Digital Video Recorder (DVR)

GV-4504-HR 4 CH H.264 Digital Video Recorder

PROFESSIONAL HIGH RESOLUTION WITH DIGITAL ZOOM H.264 Digital Video Recorder (DVR)

GV-8504-HR 8 CH H.264 Digital Video Recorder

PROFESSIONAL HIGH RESOLUTION WITH DIGITAL ZOOM H.264 Digital Video Recorder (DVR)

GV-8016-HR 16 CH H.264 Digital Video Recorder

Terms:-
1. 85% advance on the delivery of material

2. Balance after commissioning

3. Cabling & Commissioning Charges are @ 15% of Bill of material 

4. Above mentioned goods are guarnteed for one year.

5. Taxes: Any Taxes, to be charged extra (VAT 12.5% Extra) OR C.S.T.@2% against Cform

6. Valid: Quote is valid for 20 days from this email/letter date.

Technical Conditions
For Any Additional Product or accessories customer will provide the expences or for sifting also after fixing once the place fo product

* Wiring has to be segregated and provided as per our plan by your Electrical Contractor or if by us as above is given to be considred

* Our installation scope only includes the actual fixing of the equipments and commissioning/Programming the same

H.264 compression records at a lower bit rate for high 

quality playback, longer recording with less storage 

required 

* Support mobile phone live view via 

GPRS/CDMA/EDGE/3G net 

* Multitask processor for simultaneous recording, network 

surveillance and mobile phone live view 

* Support 4-channel playback at the same time, 

classification of inquire via 

   seconds, convenient to index and record 

* Professional file system: 

  ① Avoid disk fragments among subsection recording 

   ② Protect private data with extreme security 

   ③ Supports SATA HDD of all capacity 

* User-friendly interface: 16 bit true color, semi-

transparent graphical user interface with instruction hint 

on screen. Easier control with USB mouse 

* Suitable for fields as supermarkets, chain stores, 

community security or villa 

* Super compact design, low power consumption 

* Hi-speed backup/upgrade/record via USB2.0         

* Virus free Linux O/S, auto system upgrading 

* Unparalleled reliability for 24X7 operating 

◆  16CH High resolution H.264 DVR

◆  Support mobile phone, WAP protocol                               

◆  Support mouse and IR remote control                          

◆  5 network clients supported                                                     

◆  Display Resolution NTSC : 720x480 ; PAL: 720x576     

◆  Digital Zoom 4X                                                                      

◆  Recording Frame rate(IPS) & Resolution NTSC :                    

30/720x480;  60/720x240;  120/360x240

PAL : 25/720x576;  50/720x288;  100/360x288                       

◆  Mobile Surveillance Mobile Phone WAP protocol

H.264 compression records at a lower bit rate for high 

quality playback, longer recording with less storage 

required 

* Support mobile phone live view via 

GPRS/CDMA/EDGE/3G net 

* Multitask processor for simultaneous recording, network 

surveillance and mobile phone live view 

* Support 4-channel playback at the same time, 

classification of inquire via 

   seconds, convenient to index and record 

* Professional file system: 

  ① Avoid disk fragments among subsection recording 

   ② Protect private data with extreme security 

   ③ Supports SATA HDD of all capacity 

* User-friendly interface: 16 bit true color, semi-

transparent graphical user interface with instruction hint 

on screen. Easier control with USB mouse 

* Suitable for fields as supermarkets, chain stores, 

community security or villa 

* Super compact design, low power consumption 

* Hi-speed backup/upgrade/record via USB2.0         

* Virus free Linux O/S, auto system upgrading 

* Unparalleled reliability for 24X7 operating 

◆  4 CH High resolution H.264 DVR

◆  Support mobile phone, WAP protocol                               

◆  Support mouse and IR remote control                          

◆  5 network clients supported                                                     

◆  Display Resolution NTSC : 720x480 ; PAL: 720x576     

◆  Digital Zoom 4X                                                                      

◆  Recording Frame rate(IPS) & Resolution NTSC :                    

30/720x480;  60/720x240;  120/360x240

PAL : 25/720x576;  50/720x288;  100/360x288                       

◆  Mobile Surveillance Mobile Phone WAP protocol

◆  8CH High resolution H.264 DVR

◆  Support mobile phone, WAP protocol                               

◆  Support mouse and IR remote control                          

◆  5 network clients supported                                                     

◆  Display Resolution NTSC : 720x480 ; PAL: 720x576     

◆  Digital Zoom 4X                                                                      

◆  Recording Frame rate(IPS) & Resolution NTSC :                    

30/720x480;  60/720x240;  120/360x240

PAL : 25/720x576;  50/720x288;  100/360x288                       

◆  Mobile Surveillance Mobile Phone WAP protocol


